4"x8"x1.5"(100mm x NEOPREN

200mm x 40mm)
BRICK PAVERS

B624 CONC.

CURB & GUTTER

E

TACK COAT

0.5"(10mm)
BIT. SETTING .

CONC. LANDSCAPE CURB

COMPACTED GRANULAR

NOTE: DRAIN WALK
TO STREET 2%
SLOPE (TYP)

4”(100mm) CONC.

0.5"(15mm) JOINT FILLER
ENON B?ITUMINOUS) UNDERLAYMENT
e NEOPRENE
47x8"x1.5"(100mm x TACK COAT
200mm x 40mm) 0.5”(10mm) BIT.
. BRICK PAVERS SETTING BED
0.5 515mm) JOINT FILLER TREE GRATE
NON BITUMINOUS) AND FRAME
B624 CONC.

CURB & GUTTER

4”(100mm)
CONC. WALK

2:1
15mm) JOINT FILLER
NON BITUMINOUS)

4"x8"x1.5"(100mm x
200mm x 40mm)

0.5”E

1.0°(.305m) MIN.
COMPACTED GRANULAR

0.5"(10mm) SEALANT
(TYP)

NEOPRENE
TACK COAT

v

_/( \—0.5'
COMPACTED GRANULAR SET
NOTE :

131

|

Blk— 4"(100mm) CONC.

10mm
NG BED UNDERLAYMENT

LOCATE BRICK TO BRICK JOINTS
DIRECTLY ABOVE JOINTS IN CONC.
UNDERLAYMENT ONLY

BRICK PAVER PLACEMENT & JOINT DETAILS
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